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Please amend the paragraph at page 7, lines 13-18 as 
follows: 



Such a distance measuring sensor has an appearance 
shown in FIG. IB. That is, the distance measuring sensor is 
constituted by an a clear mold IC package 16 including a 
pair of the light-receiving lenses 12a and 12b and the 
sensor arrays 14a and 14b (not shown), and a frame 18 faxing 
and holding their relationship. 
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And please amend the paragraph at page 22, line 26 to 
page 23, line 10 as follows: 

At this time, the AF section and the AE section can 
perform the photometry of such a part as shown in FIG. -9£ 
13B all together with respect to the picture plane 90, 
thereby enabling the center emphasized photometry. This 
likewise uses the AET sections 94a and 94b and the AEW 
sections 96a and 96b together with the AF section in the 
wide mode, and uses the AET sections 94a and 94b and the AF 
section 92 without utilizing the AEW sections 96a and 96b 
which correspond to the outside of the picture plane in the 
tele mode, thereby selecting the photometric area optimized 
according to a field angle (zooming) . 



-3- 



PAGE 3f15 * RCVD AT 6/25/2004 1:34:30 PM [Eastern Daylight Time] * SVR:USPT0-EFXRF-1/5 * DNlS:8729306 1 CSID:21 2 319 5101 * DURATION (mm-ss):03-20 



